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TSF2021 Pump HONDA . GX690 Engine
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= Maxi-Flo 20% external chemical injector
w/ SS quick connect ® Anti-vibration isolators

Magnum Accessories: Magnum Features:
= 50’ High pressure non-marking hose = Stainless steel frames w/ lifetime warranty
w/ SS quick connects Dimensions: 48”L x 42”W x 50"H
il "‘H | | ‘ ” Fl = Gun/wand assembly w/ SS quick connects ® Stainless steel coil wrap, burner hood & control
| bl » 5 color coded QC spray nozzles panel w/mounted adjustable thermostat, hour
‘ ‘ ‘ - 1\ meter, lighted rocker switch & nozzles
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= Commercial/Industrial electric start engines
Available Options: with low oil shutdown
= 3VX belt syst ffers balanced transft
= FTKO001M: Float tank kit w/HP chemical B R PoeRtansiet

metering valve. = High efficiency insulated schedule 80 coil

= CCKO015: 12 gal. poly fuel tank w/carbon ® Beckett 12VDC oil burner w/Racor fuel filter
canister - California compliant upgrade ® Rupture disc prevents over pressure and

= ESKO018: Exhaust stack kit temperature damage

= MC-B165: Machine cover blue poly = 12 gallon poly gas* & diesel fuel tanks

*Non-carb evaporative compliant.
Not for sale in California, 49 state approved -
See Options for California compliant upgrade.

marine fabric

= Stainless steel quick connects w/ high
temperature silicone o-rings





